
GPCF  – COMPACT 18, 32, 100 & 250 VA FULL OUTPUT INVERTERS

Specifications/Features

FEATURES
Maximum 1.3 sq ft footprint
Remote mount to 1000’
Operates mixed loads and/or fixtures
For normally-on and/or off loads
Bypass switched loads during outage
10 year battery warranty

  Self test option meets NFPA regs

GENERAL
• Provides 90 minutes of AC power up to listed watts.
• Operates lamps at 91% + lumens for 90 minutes.
• Operates within 2 seconds (too slow for HID arc retention).
• Listed for fluorescent, dimming, magnetic and incandescent loads.
• Provides power beyond 90 minutes with smaller load (see back).
• Meets NFPA, OSHA, NEC and local state codes.
• Use with normally on, off or switched loads.

CONSTRUCTION
• Heavy duty steel housing in neutral beige powder paint.
• Knockouts provided for easy termination.
• Easy front access to wiring compartment and electronics.
• Custom colors available.

ELECTRICAL/ELECTRONICS
• Field select 120 or 277 input and output.
• Long life maintenance free lead calcium batteries.
• Automatic, temperature compensating, variable rate float charger.
• Fused AC output load connections.
• Use in 68ºF/86ºF areas.
• Built in test switch and LED AC-On indicator light.
• AC lock-out prevents battery discharge during installation.
• Low voltage disconnect prevents deep battery discharge.
• Auto resetting circuitry protects against overload and shorts.
• Brownout monitor activates unit automatically at low voltage.
• Self diagnostic SX option eliminates need for 30 day manual testing.

WARRANTY
• 3 years against defects in workmanship and materials.
• 3 years full battery and 7 years pro-rata. 

LISTINGS
• Ideal 

WARNING
Some manufacturer’s electronic fluorescent ballasts have excessive
inrush current (up to 100x operating). These can trigger the GPCF’s 
short circuit protection and prevent normal operation

for remotely lighting fixtures in hazardous, wet, dirty, corrosive,
hot, cold and outdoor locations.

• UL 924    listed for U.S.A. and Canada.

Remote Power Source For CFL, PL, T8, T5 Fluorescent, Low Voltage Transformers, Incandescent Lamps

REMOTE APPLICATIONS
Exits, troffers, downlights 
Hot, cold & wet areas
Exterior fluorescent fixtures
Schools, manufacturing & offices
Stairwells & atriums
For operation beyond 90 minutes
Hazardous and corrosive areas

BENEFITS
Fits any project
Locate in utility area
Huge cost reduction
Design versatility
Use in classrooms
Minimized maintenance
Eliminates monthly testing

T-Bar Recessed Mount Surface Mount

MOUNTING OPTIONS
(GPCF 250 is surface only)
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SX-Self-Diagnostic Circuit
The optional SX Self-Diagnostic circuit automatically cycles the
emergency light every 25-30 days. The "SX" circuit checks for
battery charging and overcharging, checks battery capacity
and reports any system malfunction.

Dimensions

OptionsGPCF Catalogue Numbers & Operation

Comparison GPCF 100 vs Bodine Type Units

“/220” - 220-50Hz VAC Input
“/TD-120” - Time Delay Monitor - 120 VAC
“/TD-277” - Time Delay Monitor - 277 VAC
“/RT” - Remote test wall switch with LED ready lamp
“/SX” - Self Test & Diagnostic circuit
“/SP” - Special Painted Emergency Light (specify color)

D

A C

7/8" 2.2 cm
K.O.
5/8" 1.6 cm
K.O.

T-Bar Model Recessed Model Surface Model

APPLICATION NOTE:
1. Inverter is not suitable for HID lamps.
2. GPCF 4 units will NOT operate a 32 watt CFL using a universal 42 watt-120/277

volt electronic ballast. Electronic ballast must be 2-26 watt or single 32
watt type.

Models

GPCF

GPCF100

Length"

23-3/4

23-3/4

Width"

5

6

Depth"

6-3/4

6-3/4

Model

GPCF-2, 4

GPCF-100

GPCF-250

A

12-5/16"
31.3cm

18-5/8"
47.3cm

18-5/8"
47.3cm

B

8-1/8"
20.6cm

9-5/8"
24.4cm

10-1/8"
25.7cm

C

4-1/8"
10.5cm

4-3/8"
11.1cm

8-1/4"
21.0cm

Models

GPCF

GPCF100

Length"

14

19-1/2

Height"

9-3/8

11-3/8

Depth"

4

4-3/8

Opening Size"

12-1/4 x 8-1/8

15-3/4 x 9-1/2

GPCF Connection Diagram

Project Name:

Type Catalogue Number Comments

UN SWITCHED
120 VAC OR 277 VAC

60 HZ SUPPLY

EMERGENCY
FIXTURE

LOCAL SWITCHING
120 VAC OR 277 VAC

277 (ORN)

PC BOARD

COM  120V  277V

277V
120V
COMCOM (WHT)

120V (BLK)Max lamp watts 100 watts 42 watts
Lamp lumens 91-100% 100%
Voltage 120/277 120/277
Unit cost 20% less xxx
Mount distance Up to 1000’ 2 feet or less
Switched loads Yes Yes
Mixed fixtures Yes No
Mixed lamps Yes No
Self test Yes Yes
Remote test Yes Yes
Battery warranty 10 years 5 years
Size (surface mount) 18x9x4 16x5x2
Weight 37 lbs 9 lbs

GPCF-2T
GPCF-2R
GPCF-2S
GPCF-4T
GPCF-4R
GPCF-4S
GPCF-100T
GPCF-100R
GPCF-100S
GPCF-250S

21
21
19 
23 
23 
21
37 
37
37 
80

CATALOG
NUMBER MOUNT

90 MIN
WATTS

WT.
LBS

18
18
18
32
32
32
100
100
100
250

T-Bar 
Rec

Surface 
T-Bar 
Rec

Surface 
T-Bar 
Rec

Surface 
Surface 

2 HR.
WATTS

15
15
15
22
22
22
75
75
75

185

4 HR.
WATTS

9
9
9
13
13
13
37
37
37
87

D

7"
17.8cm

14-1/2"
36.8cm

13"
33.0cm
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