


 Photometrics

  Enviroguard   Tube  Catalogue Numbers

 Options

 Dimensions 

Project Name:

Type Catalogue Number Comments

“/QDP” – Quick disconnect hosedown power cord set
“/BEF” – Unswitched battery pack
“BEFS”  – Switched battery pack
“/HBF”  – 1.28 ballast factor for F32T8
“/-20oF”  – -20oF starting ballast
“/VPR”  – Narrow beam reflector
“/Hi-Lo”  – Hi-Lo F32T8 ballast
“3Hi-Lo”  – 3 level F32T8 ballast

Notes
1. Only F32T8 & F54T5HO with 3 and 6 lamps
2. Call for T12 pricing
3. T8VHO and amalgam T5HO lamps have 90%+ output with air
    temp inside fixture from 50°F to 165°F
4. Consult factory for corrosion resistance info for acrylic and stainless steel
5. Internal battery pack n.a with F48-T8VHO. Use Guth GPCF250.

 

            ETP  -  1   P  -  4  H  2  F32  -  1

Guth utilizes the services of U.L. and ETL for listing products
Speci� cations and data are subject to change without notice. Guth Lighting is a Philips group brand - 08/09

 Ceiling Re� . 80% 50% 10%
 Wall Re� . 50 30 10 50 30 10 50 30 10
 RCR                     20% Effective Floor Cavity Re� ectance

1 76 71 68 66 63 61 56 54 52
2 65 58 53 57 52 48 48 45 42
3 56 49 43 49 44 39 42 38 35
4 49 42 36 43 38 33 37 33 35
5 43 36 30 38 33 28 33 28 25
6 39 31 26 34 29 24 29 25 22
7 35 28 23 31 25 21 27 22 19
8 32 25 20 28 23 19 24 20 17
9 29 22 18 26 20 17 22 18 15

10 26 20 16 24 18 15 21 16 13

  S/MH 1.55 Across
  Total Lamp Lumens 5700
  Fixture Ef� ciency 76.8%
  0-40o - 22.3%
  0-60o - 42.8%

  2 Lamp T8 32W - Standard Optics
  ETP-1 P-4 H 2 F32 -1

 Ceiling Re� . 80% 50% 10%
 Wall Re� . 50 30 10 50 30 10 50 30 10
 RCR                     20% Effective Floor Cavity Re� ectance

1 .72 .69 .66 .66 .64 .61 .59 .58 .56
2 .62 .57 .53 .58 .54 .50 .52 .49 .47
3 .55 .49 .44 .51 .46 .42 .46 .43 .40
4 .49 .42 .37 .45 .40 .36 .41 .37 .34
5 .43 .36 .32 .40 .35 .31 .36 .32 .29
6 .38 .32 .27 .36 .30 .26 .33 .29 .25
7 .35 .28 .24 .32 .27 .23 .30 .25 .22
8 .31 .25 .21 .29 .24 .20 .27 .23 .19
9 .28 .22 .18 .26 .21 .18 .24 .20 .17

10 .26 .20 .16 .24 .19 .16 .22 .18 .15

  S/MH 1.0 Across
  Total Lamp Lumens 5700
  Fixture Ef� ciency 71%
  0-40o - 27.2%
  0-60o - 47.9%

  2 Lamp T8 32W - VPR - Task Lighting Optics
  ETP-1P-4H2 F32-1-VPR

1200 PSI Hosedown

R

Series
1 - Standard Unit
2- Up & Down Light 

Service
P - High Pressure Hose

Length
2 - 2’ (2 Lamps)
4 - 4’ (2-3 Lamps)
8 - 8’ (2-6 Lamps) 

Voltage
1 - 120
2 - 277
3 - 347

Lamps
F17 - F17T8
F32 - F32T8
F44 - F48T8HO
F54 - F54T5HO3

F59 - F96T8
F85 - F48T8VHO3

         (na 120v)
F86 - F96T8HO

Number of Lamps1

2, 3, 4, & 6

Lens
H - DR Acrylic

Dim 2’ 4’ 8’

A 26 3/8” 50 3/8” 98 3/8”

Task Footcandles Below Fixture

Lamp 3’ 4’ 5’ 6’

T8 145 82 52 36

T5HO 200 110 75 49

T8VHO 338 192 121 82


